® 1HOURBATTERY OPERATED TIMER, CAN BE

RESET ANY TIME
® WEATHER DURABLE BRUSHED STAINLESS

STEEL ENCLOSURE

® DIRECT CONNECTION TO EXISTING LOW
PRESSURE GAS SYSTEMS

® THERMAL VALVE SHUTS OFF GAS FLOW IN
CONDITIONS OVER 300°F

©® BOTTOM OR REAR INLET CONNECTION

® C/W ADJUSTABLE STANDOFFS FOR SIDING

INSTALLATIONS
Model# GO101-SS-TIMER-50 ® INDOOR OR OUTDOOR USE

THIS GAS OUTLET IS DESIGNED TO BE USED FOR 1 HOUR AND THEN IT SHUTS OFF THE FUEL
FLOW AUTOMATICALLY. IF A LONGER TIME IS DESIRED, JUST PRESS THE RED RESET BUTTON
FOR ANOTHER HOUR. THE VALVE WILL SHUT OFF AUTOMATICALLY WHEN THE BATTERIES
ARE LOW, BATTERY COMPARTMENT IS OPEN OR IF THE OUTLET TEMPERATURE IS OUT OF
RANGE. TESTED TO 5,000 OPERATIONS.

SPECIFICATIONS

Capacity: 3/8" Outlet - 60,000 BTU (NG) / 90,000 BTU (LP) WHY FILL UP

1/2" Outlet - 100,000 BTU (NG) / 150,000 BTU WHEN YOU
(LP) Inlet Connection: 3/8" or 1/2” NPT CAN HOOK UP
Hose Connection: 3/8" or 1/2"

Overall size: 8 1/2" x5 1/4" x 3 1/8"

Approved for temperatures: -10°F to 155°F
-23°C to 68°C \_/

Indoor/Outdoor Use
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